
Simply Better

WHAT MAKES CLICK PLUS SO GREAT?

•  Click Plus has an integrated acoustic backing which provides 21dB
sound reduction without having to use an extra underlay – one of the
highest ratings on the market

•  Click Plus has a tough 0.55mm wear layer which makes it
incredibly hard-wearing and scratch resistant

•  Click Plus comprises a clever push-down lock on end joints making
installation quick and efficient

Luvanto Design

Luvanto Click+

Luvanto Endure

Luvanto Endure

Luvanto Endure Pro

Luvanto Click Plus is the latest in flooring technology. A better, easier
to install click system with a built-in acoustic backing ensures that
Click Plus always delivers a professional finish.

All colours can be viewed on our website www.luvanto.com
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Technical Information Test Method  Result
Level of Use EN685 23, 33
Warrranty 25 Years Domestic / 10 Years Commercial
Total Thickness EN428 5mm (including 1mm IXPE underlay)
Wear Layer EN429 0.55mm
Dimensions (planks) EN427 180mm x 1220mm
Dimensions (tiles) EN427 300mm x 600mm
Surface Treatment PU
Sound Reduction ISO 10140-3/ISO717-2 Lw 21 dB

Flammability EN13501 - 1 Bfl-S1
Water Resistance 100%
Stain Resistance EN ISO 26987:2012 Class 0
Colour Fastness EN ISO 105-B02 Grade 6

Slip Resistance DIN51130 R10
Pendulum Test BS7976-2:2002 Dry 62 (Low) / Wet 38 (Low)

Residual Indentation EN433 <0.1mm
Castor Chair Resistance ISO 4918 Pass

Underfloor Heating Suitable, max. 28°C

UV Coated Textured Layer
The top layer gives Click Plus a slick matt finish and a 
realistic embossed texture.

Heavy Duty Wear Layer 
The 0.55mm wear layer guarantees durability and 
toughness.

Decorative Layer 
A striking likeness to natural materials makes Click Plus 
look like the real deal!

Core Layer 
Providing improved stability and endurance.

Acoustic Underlay Base 
We’re quietly confident you’ll appreciate the 
21dB sound reduction.


